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Delivering quality products with full technical support

Natural Fibre Insulation
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WE ARE
- Extensive technical support on Athboys
LOGICAL Airtightness & Natural Insulation Gabway Dubdin »
BUILDING SYSTEMS IRELAND

- Building Regulation advice

Cork #

- U-Values & Hygrothermal
Modelling

- Site support d Toolbox Talks

- Centre of Knowledge training centre

- On line support

- CPD training and specification
guidance




SUMMARY

GUTEX WOOD FIBRE INSULATION

HEMP NATURAL INSULATION
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FLEXIBLE WOOD FIBRE
& INSULATION BATTS

BLOW-IN WOOD
FIBRE INSULATION &

DAMMPLATTEN A5

RIGID WOOD FIBRE
INSULATION BOARDS &

& CHIPS AND SHAVINGS ‘

Renewable, carbon-neutral raw
material from sustainable Black
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WOOD FIBRE INSULATION MANUFACTURE

Chips and shavings
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Belt scale

Refiner
Recovery of wood dust
and board residue

Adding of
polyurethane resin

Hopper (where resin
and fibres are mixed)

Spreader

Sizing and curing unit Sawing and milling  Stacking on pallets
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Water vapour and air mixture
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WOOD FIBRE T CERTIFICATION

DIN ENISO 9001400

rtifikat: O DO 060208




) GUTEX
WOOD FIBRE T ADVANTAGES OF THE DRY PROCESS Sy v v

[Z homogenous (single layer)
[@ thicknesses up to 240 mm
[Z low production tolerances

[@ high strength with lower denisty

[@ very vapour open with u=3/4 (wet
process: 5)

[Z 40 % lower energy production requirement
requirement

@ 9471 96 % wood
see EPD:

ca.4% binding material
ca. 1,5% paraffin @
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WOOD FIBRE T PHYSICAL PROPERTIES

N

vapour permeable: H=3/4 (dry) / 5 (wet)

[@ comparison:
solid wood pu=40
OSB pn=200
A ideal external sheathing material

AR

[@ high bending strength
A spanning timber frame constr.

@ high thermal and
humid storage capacity
A heat protection
A humid robust constructions

[@ water -repellent character possible
A rigid underlays / facade
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WOOD FIBRE T GUTEX PRODUCT RANGE



